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Quick Product Guide

Mechanical Specifications:

Chassis Dimension (W x D x L): 200mm x 70mm x 120mm

7.87"x2.75"x 4.7"
Board Specifications:
Ethernet: 10/100BaseT Ethernet, Auto MDI/MDI-X

Network Architecture Infrastructure: Ad-Hoc, MAC, CSMA/CA
Status Indicators: Power, Wireless LAN, Ethernet LAN, and RSSI

Push Button: Reset to Default Button

INTERNATIONAL INC.

1172400

IEEE 802.11b/g

Output Power (200mW): TT™2400 FEATURES
IEEE 802.11b: 22dBm (+/- 3dB) @ 1/2/5.5/11Mbps

IEEE 802.11g: 21dBm (+/- 3dB) @ 54Mbps
22dBm (+/- 3dB) @ 48 Mbps
22dBm (+/- 3dB) @ 36 Mbps
22dBm (+/- 3dB) @ 6 Mbps

Receiver Sensitivity:
54Mbps @ -72dBm
48Mbps @ -73dBm
36Mbps @ -77dBm
24Mbps @ -81dBm
11Mbps @ -88dBm
5.5Mbps @ < -90dBm
2Mbps @ -92dBm
1Mbps @ -85Bm

RF Channels: Total of 3 Non-Overlapping Channels
Data Security: WPA/WPA2, 64/128 bit WEP

Fully Transparent Bridge: Unlimited MACs
Management: Web and SNMP based Management

DC Power Input: Includes 48VDC Adapter and PoE
Injector with surge protection, IEEE 802.3af compliant

Frequency Band: 2.4 - 2.5GHz (11 Channels)
Operating Environment: -40 °C to + 70 °C
Enclosure: Silver Powder Coated Cast Aluminum

® Ultra High 1W/500mW
output power with optional
amplifiers b/g

® Web & SNMP based Management

® Transparent bridging supports
untimited MACs

® WPA/WPA2 & 64/128 bit WEP
Data Security
® 5 Ultra-bright LEDs indicating RSSI

» Ruggedized Waterproof &
: All-Weather Enclosure

Package List

1. TT™2400 802.11b/g PCBA (1)
2. IEEE 802.11b/g Mini PCI Card (1)
3. Power Over Ethernet Injector (1)
4. 48VDC Power Adapter (1)

5. Etheret Cable (2)

6. Waterproof RJ-45 Connector (1)
7. Mounting Hardware (1)

8. Quick User Guide
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